GÖRÜNÜR ÖZELLİKLER ve SEÇİLMİŞ ÇIKARIMLAR

	Çıkarımlar


	85 numaralı önleme kaplaması uygulanmadan önce
	85 numaralı önleme kaplaması uygulandıktan sonra
	85 numaralı önleme kaplaması uygulanmadan önce Yansıma Yayılması
	85 numaralı önleme kaplaması uygulandıktan sonra Yansıma Yayılması

	Tuğla (Kırmızı kil)


	0.90
	0.36
	36.0 %
	71.0%

	Çimento blok


	0.93
	0.37
	32.0%
	66.6%

	Cam (esnek)


	0.86
	0.22
	7.3%
	85.0%

	Galvanize çelik (Parlak)


	0.03
	0.25
	77.0%
	84.0%

	Galvanize çelik (kalın boyalı)
	0.57
	0.26
	15.0%
	82.0%

	Kağıt (kraft)


	0.80
	0.24
	48.0%
	81.0%

	Plastik plaka


	0.90
	0.21
	55.0%
	85.0%

	İşlenmiş ağaç


	0.72
	0.22
	46.0%
	81.0%

	Ploy-karbonat (berrak)


	0.84
	0.22
	8.0%
	84.0%

	Poliprofilin


	0.90
	0.23
	8.1%
	84.0%

	Çelik, soğuk

Rulolanmış, astarlanmamış
	0.87
	0.25
	22.0%
	83.0%

	Çelik, soğuk

Rulolanmış, astarlanmış
	0.10
	0.23
	57.0%
	84.0%

	Çelik, 316 paslanmaz


	0.19
	0.23
	59.0%
	84.0%


OPTICAL PROPERTIES on SELECTED SUBSTRATES

	Substrate


	Emissivity Before BARRIER COAT #85 Applied
	Emissivity After BARRIER COAT #85 Applied
	Diffuse Reflectivity Before BARRIER COAT #85 Applied
	Diffuse Reflectivity After  BARRIER COAT #85 Applied

	Brick (red clay)


	0.92
	0.36
	36.0 %
	71.0%

	Cement block


	0.93
	0.37
	32.0%
	66.6%

	Glass (soda lime)


	0.86
	0.22
	7.3%
	85.0%

	Galvanized steel (bright)


	0.03
	0.25
	77.0%
	84.0%

	Galvanized  steel (dull paint lock)
	0.57
	0.26
	15.0%
	82.0%

	paper (kraft)


	0.80
	0.24
	48.0%
	81.0%

	Plasterboard


	0.90
	0.21
	55.0%
	85.0%

	plywood


	0.72
	0.22
	46.0%
	81.0%

	Ploy-carbonate (clear)


	0.84
	0.22
	8.0%
	84.0%

	Polypropylene


	0.90
	0.23
	8.1%
	84.0%

	Steel, cold rolled, 

primed 
	0.87
	0.25
	22.0%
	83.0%

	Steel, cold rolled, 

unprimed
	0.10
	0.23
	57.0%
	84.0%

	Steel, 316 

stainless


	0.19
	0.23
	59.0%
	84.0%


