Yansıtıcı Çatı Kaplaması ile Enerji Tasarrufu

Cape Canavel’deki Florida Solar Enerji Merkezi
kullanılan enerji (k Wh / gün) 

Geri dönüşümlü çatı alanı yansıtma testleri sonuçları

Kullanımdaki azalım

Test alanı ve tanımı






önceki

sonraki

önce

sonra 
           tasarruf

Benzer uç istekler (5-6 pm)

Albedo

Albedo


0 numaralı yer Merrit Adası

0.22

0.73

38.2

34.7
     
4.0 

Ölçülmemiş










(% 11)

Asfaltta beyaz seramik 

Kaplama

Çakıllı R-25 ile beton blok

Tavan izolasyonu, çatı katı su

kanalı sistemi  



1 numaralı yer Cocoa Sahili

0.21

0.73

40.6

30.3

10.3


661 W











(25 %)

Asfaltta beyaz elastomerik

Kaplama

(38 %)

Çakıllı ve düzeltilmiş

çakıllı, R-11

Çatı katı izolasyonu, çatı katı

Su kanalı sistemi

2 numaralı yer Cocoa Sahili
0.20

0.73

35.5

20.1

15.4

858 W











(43 %)

Katranlı malzeme üzerine
beyaz elastomerik kaplama

(38 %) 

Düz çatı

Çatı katı izolasyonu yok, çatı
katı su kanalı sistemi

3 numaralı yer Batı Florida
0.08

0.61

22.4

16.8

5.6

496 W











(25 %)

Asfaltta boya elastomerik
kaplama

(30 %)

Çakıllı, çatı katı izolasyonu
yok. Çatı katı su kanalı yok

4 numaralı yer Miami

0.31

0.61

51.9

43.9

8.0

444 W











(15 %)

Çatı katı için beyaz
kaplama, R-11 (16 %)

Çatı katı arası  izolasyonu, çatı
katı su kanalı sistemi

5 numaralı yer Merrit Adası
0.20

0.64

57.5

45.9

11.6

988 W











(20 %)

Kiremitli çatı üzerine beyaz
elastomerik kaplama (23 %)

R-7. Çatı katı izolasyonu, çatı
katı su kanalı sistemi

Oranlamalar


0.20

0.68

41.1

31.5

9.2

683 W

Saving Energy with Reflective Roof Coatings

Florida Solar Energy Center in Cape Caneveral
Energy use (kWh / gün) 

Backs of Reflective Roof Retrofit Field Tests

Site and Description






Albedo

Albedo

before

After 
           Savings

_ident peak demand (5-6 pm)
before

after


#Merritt Island --


0.22

0.73

38.2

34.7
     
4.0 

Measured











(% 11)

ceramic coating on asphalt 
concrete bolock  with R-25

insulation, attic duct system



#1 Cocoa Beach --


0.21

0.73

40.6

30.3

10.3


elastomeric coating on asphalt








(25 %)

and flat gravel, R-11 

insulation, attict duct system

#2
Cocoa Beach --


0.20

0.73

35.5

20.1

15.4

elastomeric coating on tar paper;








(43 %)

roof and no attic insulation,

duct system

#3 West Florida --


0.08

0.61

22.4

16.8

5.6

elastomeric coating on asphalt








(25 %)

no attic insulation,

attic duct system
 #4 Miami --


0.31

0.61

51.9

43.9

8.0

coating for gravel roof, R-11








(15 %)

insulation, attic duct system

#5 Merritt Island --

0.20

0.64

57.5

45.9

11.6

elastomeric coating on tile roof,








(20 %)

attic insulation, attic duct system





0.20

0.68

41.1

31.5

9.2

